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MATERIAL SAFETY DATA SHEET NPCA1-72 

FOR COATINGS, RESINS AND RELATED MATERIALS 

DATE OF PREP 6.23.86 I (Approved by U S Department of Labor· Essentially Similar· to Form OSHA-20) 

Section I 

MANUFACTURERS NAME SPRAYLATCORPORATION. 

STREET ADDRESS 3465 s. LA CIENEGA BLVD. CITY. STATE. AND ZIP CODE LOS ANGELES, CA 90016 

EMERGENCY TELEPHONE NO (213) 559·2335 

PRODUCT CLASS WATER BASE COATING 

TRADE NAME SPRAYLAT 

MANUFACTURERS CODE IDENTIFICATION W-9468-1 

W-9468-2 

W-9468-3 

Section II- HAZARDOUS INGREDIENTS 
----

INGREDIENT Cas # PERCENT 
TLV VAPOR LEL PRESSURE PPM mg/m3 

Ethylene Glycol 
N-Butyl Ether 111-76-2 4.0 50 1.1 0.6 

N-Butanol 71-36-3 0.2 100 1.2 4.39 

Phenyl Mercuric Dodecena1 

Succinate n/a 0.02 0.05 

Section Ill - PHYSICAL DATA 
[)OILING RJ\NGF VAPOR DENSITY w HEAVIER. D LIGHTER. THAN AIR 

EV/\P()RATION RATE D FASTER r=iJ SLOWER, THAN ETHER PERCENT VOLATILE 
f3YVOLUME 

54 

Section IV- FIRE AND EXPLOSION HAZARD DATA 

WEIGHT PER 
GALLON 

10.5 lbs. 

---·----------------------------------------------------------------------------~ 
OCT CATEGORY NOT REGULATED FLASH POINT WILL NOT FLASH LEL 

EXTINGUISHING MEDIAN/A 

UNUSUAL FIRE AND EXPLOSION HAZARDS N/ A 

,. 
~ 

SPECIAL FIRE FIGHTING PROCEDURES N/ A 
1'!,, 

;...--:-.~ 
,;.:; 
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I Section V- HEALTH HAZARD DATA 
~-----------------------------------------------------------------------------------__, 

,1-1RESHOLD LIMIT vALUE None established 
EFFECTS oF ovERExPosuRE Over-inhalation may cause slight nausea 

EMERGENCY AND FIRST AID PROCEDURES If Splashed into eyes 1 flush With Water • 
If swallowed, induce vomiting, call doctor. 
If over-inhaled, get fresh air. 

Section VI- REACTIVITY DATA 
STAtliLIT'r' 0 UNSTABLE m STABLE CONDITIONS TO AVOID N/A 
INCQrAPATABILITY IMateflals to avOid} Strong oxidizing agents 
HAZARDOUS DECOMPOSITION PRODUCTS Usual prodUCtS Of COmbUStion: CO and C0

2 

HAZARDOUS POLYMERIZATION 

CONDITIONS TO AVOID N/A 
D MAY OCCUR [""!] WILL NOT OCCUR 

Section VII- SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAL IS FlELEASEDOR SPILLED Provide adequate Ventilation. SpillS 
should be soaked up with absorbent material and placed in closed containers. 

vJt,sT E DISPOSAL METHOD Incinerate or use secure landfill in accord with local, state and 
federal regulations: 

Section VIII- SPECIAL PROTECTION INFORMATION 
P[SF'IRATORY PROTECTION Approved mask or double cartridge respirator. 

•/E NTILATION Normal room ventilation. 

PnOHCTivE GLovEs Neoprene rubber gloves. 
EYE PROTECTION Chemical goggles or side shield spectacles. 
OTHER Pr<arEcrlvE' EQUIPMENT Eye wash station and safety shower should be available. 

Section IX- SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEN IN Ht\NDLING AND STORING 

Recommended storage temperature is 50-90°F. 
Do not freeze 

While the information and recommendations set forth herein are believed to be 
accurate as of the date hereof, Spraylat Corporation makes no warranty with respect 
thereto and disclaims all liability from reliance thereon. 

FOR INDUSTRIAL USE ONLY 
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